
Main supplies
Exterior fabric: 1 Fat quarter of cotton fabric
Lining fabric: 1 Fat quarter of cotton fabric
Front Pocket fabric (if different): Two 7" x 7"
squares
Fusible batting OR Dura Fuse: 1 Fat Quarter
(Optional) Cotton woven fusible interfacing (Bosal
Fashion Fuse): 1 Fat Quarter
KAM Snap Set (affiliate link)
Rotary cutter + cutting mat
Ironing + ironing board
Basic sewing supplies including scissors, plastic
sewing clips, fabric marker, hand sewing needle,
etc. 
Basting glue 
Sewing machine 
Size 80/12 universal sewing machine needle 
Cotton or all-purpose polyester thread: 40-50
weight recommended.
Optional: wooden tailor’s clapper

Brooker Wallet

CRAFTY GEMINI PATTERNS

Fabric Cutting Directions:
Cut 1 main exterior fabric @ 7” x 11 ½” 
Cut 1 fusible batting, cotton woven fusible interfacing OR Dura Fuse @ 6 ½” x 11” 
Cut 1 main lining fabric @ 7” x 11 ½” 
Cut 2 front pocket fabric pieces @ 7” x 7” 
Cut 1 piece of whatever interfacing you’re using for the main body for front pockets @ 6” x
6” 
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Finished measurements:  6 ½" x 4"

Fat Quarter: a piece of cotton fabric that measures ~18" x 22"

https://craftygemini.com/shop/bosal-one-sided-light-fusible-batting-45-x-36-white-2/
https://craftygemini.com/shop/durafuse-white/
https://craftygemini.com/shop/fashion-fuse-60-x-36-white-2/
https://craftygemini.com/shop/fashion-fuse-60-x-36-white-2/
https://amzn.to/3X7gfxT
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Directions:
Prep: 

Fuse your chosen interfacing to the wrong side of main exterior fabric. 1.
Place flap template ¼” in from both long edges and ¼” down from one short end on
the back of the main exterior fabric. 

2.

Trace the sides and top of the curve end of template on the back of the main exterior
fabric. You can also mark the  ¼” seam allowance around the rest of the sides for
easier sewing.

3.

Mark a 3” opening down one of the long edges of the main exterior panel and place it
on top of the main lining fabric, pretty sides touching. Places pins/clips.

4.

Sew around all sides using ¼” seam allowance, leave the opening marked area
unstitched and on the curved end you will sew ON the line you traced (which should
already be ¼” from the long sides and the top).

5.

Trim all seam allowances (except at the hole opening). Trim corners, flip right side out,
poke out corners and press.

6.

Front Pocket:
Fuse the 6" x 6" interfacing to one of the squares making sure interfacing is centered
and fused to the wrong side of the fabric square.

1.

 Place 2 front pocket pieces pretty sides touching and sew all around with ¼” seam
allowance, leaving a 2 ½” opening in the middle of one side.

2.

Trim corners, flip right side out, poke out corners and press.3.

Adding Front Pocket:
Place main panel with exterior fabric side up with the curve at the top. 1.
From the end opposite the curve measure ½” up and draw a line across.2.
Place the front pocket panel on the line so that the side with the hole is oriented on the
left or right side (not the top or bottom). Place clips or pins along the sides.

3.

Measure 3” up from the bottom of front pocket fabric and draw a line across, stopping
¾” in from left and right sides. The line should be 5” long. 

4.

Then mark these 3 lines too: 5.
Center of 5” line (at 2 ½”) down to bottom of front pocket panel.
Down the beginning and end of 5” line to the bottom of front pocket panel.

Stitch down all the lines, backstitching at the bottom of the front pocket panel.6.
Note: the credit card slots will be facing down right now. That’s right! 

Fold the remaining flap of the front pocket over the credit card slots but stopping ¼”
away from the credit card slot edge. Press.

7.

Then flip the main exterior panel behind the front panel so the curved flap will appear
closest to you now and you’re looking at the lining of the flap. Press.

8.

The fold of the main exterior panel should be in line with the front pocket fold. 9.
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Directions (continued):
Sewing Construction:

On one side of all the layers lift front pocket panel to separate from main exterior
panel layers and place clips.

1.

These will be sewn separately:2.
Exterior panel (2 layers) topstitched down side with 1/8” - 1/16" seam allowance.
Front pocket panel (folded) down the side with 1/8” - 1/16"  seam allowance.

Repeat steps on other side edge. Backstitch at the top and bottom.3.

Install KAM Snap closure:
Fold the flap in half to locate and mark the center of the flap. Then make a mark 1/2"
down, centered. Install the male end of the snap here.  

1.

Once the male end is installed close the flap over the front pocket and push down to
make an indentation on the front pocket. Use that mark as the installation point for the
female end of the snap. 

2.

Once you’re snap is installed, that’s it! You’re all done! Enjoy your new Brooker Wallet!3.


